
Kick Strip on Door Edge 
Protects Car Upholstery 

UPHOLSTERY on the inside edge of the auto­
mobile door next to the driver's feet, I've 
found, soon wears out. To protect this wear 
spot, I attached a piece of 1f2" half-round 
brass, six inches long, to the edge at tbe spot 
where the wear began to show. This impro­
vised kick strip ended the trouble.-J.M.M. 

Spark-Plug Tester Made 
from Old Screw Driver 

AN EFFICIENT, insulated tool for use on such 
jobs as testing car spark plugs, can be made 
from an old screw driver that has been dis­

WHETHER you realize it or not, 
every fire insurance policy that 
you have requires that all lost and 
damaged propcrty must be named 
-before insurance is paid. 

That's a hard thing to do after 
a fire. But it is casy to makc an inven­
tory of your propcrty, and be prepared 
in casc of fire. 

Send for this free Household Inven­
tory Booklet. In it you can list every­
thing-room by room. The booklet helps 
you by suggesting many things that are 
often overlooked. Mail the coupon to­
day. There is no cost or obligation. 

r-------------------~1 

IIFREE 
THE AMERICAN INSURANCE GROUP 
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carded. Obtain a common rubber grip of the I Without charge or obligation, please send me your 


type used on bicycle handlebars, coat it on the I Household Inventory Booklet. 


inside with gasket shellac, and then fit it over I Name M ____ _____________ 


the screw-driver handle. It may be found nec­
 I Sireet I 
essary to trim the handle a little in order to I City Siale Iobtain a good fit.-F.H. L ____________________J-FREEZE 
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